
 

 

 

 

 

VYGER Indian Signature 

Air Suspension Turntable 
 

- air suspension for platter 

- air suspension for tonearm 

- vacuum system for platter and record 

- 3 turntable legs with dampened suspension + motor leg (legs optional) 

- air compressor with regulating box, all analog system 

- air muffler 

- lateral tonearm, height and position both micro adjustable during play 

- carbon fiber reinforced tonearm wand, porous sleeve and headshell 

- KONDO Audio Note Japan annealed pure silver arm wiring 

- phono cartridge not included 

- manuals included – 230 volts 50 Hz system 
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Platter spindle featuring a precise centering through adjustable air nozzles and vacuum for the platter.  

 
16 kg. platter taken off – Arm wiring replaced by KONDO AN-AI pure silver wiring 



 

Analog gauges for air pressure and vacuum 

 

 
Micrometer control of VTA



 

Switchbox for mains and air. 

 

 

Switchbox inside, showing filtering and adjusting air pressure / vacuum. 



 

Air pump, both for pressure as for vacuum 

 

Air pump inside, mounting is fully flexible, water cooling 



 
Two compressors sound proofed and water cooled. 

 
Secondary air pressure adjusting valve for platter and tonearm 



 
Vision Reference lateral tonearm. Air is fed directly into a porous sleeve in the carbon arm 

 
Installing without legs is simplest and preferred. Here a granite slab is used to absorb any vibrations from the floor. 

Legs for turntable and motor are available as an option. 



 

 

From left to right: compressor air connectors 15, 16 and 17 – switchbox 8 and 7 – muffler 13, 14 and 12 

 

 



 

 



This is the complete picture. Air pump, muffler and switch box are not pictured, but included. 

Legs for turntable and motor are available ex stock as an option. 



 

 

Further safety can be provided by installing a temperature control, see below: 

 

 


